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NOTE: FOR NEW CONSTRUCTION,
MINIMUM CLEARANCE MUST BE
NOTES: A MINIMUM OF 38".
1] IF, 'S’ IS GREATER THAN 6 FEET, AN INTERIOR
GIRDER SHALL BE ADDED SO THAT ANY 'FACE TO
FACE' GIRDER SPACING DOES NOT EXCEED 6 FEET. N 5
MINIMUM GIRDER SIZE SHALL BE 4°X6". POST— " 17
I
2] A PAD AND POST SHALL BE SPACED NO |
FURTHER THAN 6 FEET ON CENTERS ALONG  ED i L NEARES T~ 1) L, VARIES
A BEAM. \\} BUT ‘L' LESS
| i THAN 36"
- — o W 3] ALL PADS SHALL BE CAST OF CONCRETE 4 AT 10" ON |
W, HAVING A 28—-DAY COMPRESSIVE STRENGTH ggﬁgﬁ m‘%ﬁ WAY I
OF 3,000 PSI. PADS SHALL BE POSITIONED ON |
. FIRM, WELL COMPACTED SOIL A MINIMUM OF 2 R -
INCHES PROTRUDING ABOVE THE SURROUNDING Y ——— e — —— —
! GROUND SURFACE. THE PAD SHALL BE LEVEL IN i
EXISTING SLAB ON GRADE 2 DIRECTIONS. A CONCRETE POST, HAVING A DIAMETER 36" CONCRETE
OF 8 INCHES SHALL BE PLACED ON THE PAD. ALL PAD PLACED
BEAMS AND GIRDERS SHALL BE SPACED NO FURTHER MONOLITHICALLY
THAN 6 FEET. b j
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